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Worldwide Coverage      Our Locations:

Flexible, simple, rugged, robust!

Sub-micro Drives      Features and Specifications Sub-micro Drives
S C M

HP kW
120V 1Ø 208-240V 1Ø 208-240V 3Ø 400-480V 3Ø

Model# Size Model# Size Model# Size Model Size
0.33 0.25 SM004S A5 SM204S A5
0.5 0.37 SM005S A5 SM205S A5 SM205 A5 SM405 A1
0.75 0.55 SM208S A6
1 0.75 SM010S B5 SM210S A6 SM210 A6 SM410 A2
1.5 1.1 SM015S B5 SM215S B5 SM215 A7 SM415 A3
2 1.5 SM220S B5 SM220 A7 SM420 A3
3 2.2 SM230S B6 SM230 B6 SM430 B1
5 4.0 SM250 B2 SM450 B2
7.5 5.5 SM275 C1 SM475 B2
10 7.5 SM2100 C1 SM4100 C1
15 11 SM2150 D1 SM4150 C1
S C F

HP kW
208-240V 1Ø or 3Ø 208-240V 3Ø 400-480V 3Ø 480-590V 3Ø

Model# Size Model# Size Model# Size Model# Size
.25 0.18 SF203Y A1
.5 0.37 SF205Y A1 SF405 A1
1 0.75 SF210Y A2 SF210 A2 SF410 A2 SF510 A2
1.5 1.1 SF215Y B1 SF215 A3 SF415 A3
2 1.5 SF220Y B2 SF220 A3 SF420 A3 SF520 A3
3 2.2 SF230Y B2 SF230 A3 SF430 A3 SF530 B2
5 4.0 SF250Y C1 SF250 B2 SF450 B2 SF550 B2
7.5 5.5 SF275 C1 SF475 C1 SF575 C1
10 7.5 SF21OO C1 SF4100 C1 SF5100 C1
15 11 SF2150 D1 SF4150 D1 SF5150 D1
20 15 SF2200 D1 SF4200 D1 SF5200 D1
25 18.5 SF4250 D1 SF5250 D1
30 22 SF4300 D1
S C D

HP kW
208-240V 1Ø or 3Ø 208-240V 3Ø 400-480V 3Ø 480-590V 3Ø

Model# Size Model# Size Model# Size Model# Size
0.25 0.18 SD203Y A1
0.5 0.37 SD205Y A1 SD405 A1
1 0.75 SD210Y A2 SD210 A2 SD410 A2 SD510 A2
1.5 1.1 SD215Y B1 SD215 A3 SD415 A3
2 1.5 SD220Y B2 SD220 A3 SD420 A3 SD520 A3
3 2.2 SD230Y B2 SD230 A3 SD430 A3 SD530 B2
5 4.0 SD250Y C1 SD250 B2 SD450 B2 SD550 B2
7.5 5.5 SD275 C1 SD475 C1 SD575 C1
10 7.5 SD2100 C1 SD4100 C1 SD5100 C1
15 11 SD2150 D1 SD4150 D1 SD5150 D1
20 15 SD2200 D1 SD4200 D1 SD5200 D1
25 18.5 SD4250 D1 SD5250 D1
30 22 SD4300 D1
T C F

HP kW
208-240V 1Ø or 3Ø 208-240V 3Ø 400-480V 3Ø 480-590V 3Ø

Model# Size Model# Size Model# Size Model# Size
0.5 0.37 TF205Y A1 TF405 B1
1 0.75 TF210Y A2 TF210 A2 TF410 B1 TF510 B1
1.5 1.1 TF215Y B1 TF215 A3 TF415 B1
2 1.5 TF220Y B2 TF220 B2 TF420 B2 TF520 B2
3 2.2 TF230Y B2 TF230 B2 TF430 B2 TF530 B2
5 4.0 TF250 B2 TF450 B2 TF550 B2
7.5 5.5 TF275 C1 TF475 C1 TF575 C1
10 7.5 TF2100 C1 TF4100 C1 TF5100 C1
S C L

HP kW
208-240V 1Ø

Model# Size

0.33 0.25 SL204S A5
0.5 0.37 SL205S A5
0.75 0.55 SL208S A6
1 0.75 SL210S A6
1.5 1.1 SL215S B5
2 1.5 SL220S B5
3 2.2 SL230S B6

Dimensions Key:
Height Width Depth

Size in mm in mm in mm

A1 5.75 146 2.88 74 3.94 100

A2 5.75 146 2.88 74 4.74 120

A3 5.75 146 2.88 74 5.74 146

A5 5.75 146 2.88 74 3.26 83

A6 5.75 146 2.88 74 3.63 92

A7 5.75 146 2.88 74 5.56 141

B1 5.75 146 3.76 96 5.24 133

B2 5.75 146 3.76 96 6.74 171

B5 5.75 146 3.76 96 4.88 124

B6 5.75 146 3.76 96 5.53 140

C1 7.75 197 5.02 128 7.18 182

D1 9.75 248 6.68 170 8.00 203

Features:
■ UL Approved thermal O/L
■ 8 preset speeds
■ 0-10 VDC + 4-20mA speed reference

■ DC Braking
■ Relay or transistor output(s) depending on model

■ 3 or more programmable inputs
■ Current limit to 180% (200% TCF) w/foldback
■ Fault history (last 8)

■ Programming via:

 ● Drive face

 ● Remote keypad (excluding SCD)

 ● PC with TechLink

 ● EPM Programmer
■ Isolated Control Terminals

■ Highly visible 3 digit LED display

■ Quiet motor operation

■ Forward/Reverse

■ EPM
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